Unit Properties:

- Units exceed ASTM C-90. Higher strength units allow for more efficient structural designs.
- Recommend all units be manufactured with proper dose of integral admixture for water repellency and test units to ensure performance.
- All units are shipped on pallets. The pallets are wrapped and labeled to ensure units are clean and dry and to reduce potential chippage.

Installation Tips:

- A close mortar color will provide a more monolithic appearance.

Location & Size Availability

<table>
<thead>
<tr>
<th>4”</th>
<th>6”</th>
<th>8”</th>
<th>10”</th>
<th>12”</th>
</tr>
</thead>
<tbody>
<tr>
<td><img src="image1" alt="Stretcher" /></td>
<td><img src="image2" alt="Corner Unit" /></td>
<td><img src="image3" alt="Bond Beam" /></td>
<td><img src="image4" alt="KOBB" /></td>
<td><img src="image5" alt="Half" /></td>
</tr>
</tbody>
</table>

![Kirchner Block & Brick](image6)
- Eastern Region of MO
- Southern Region of MO
- Central Region of MO
- Western Region of MO
- Eastern Region of KS
- Northwest Region of TN
- Southwest Region of KY
- Northwest Region of AR
- Northeast Region of OK

for more information, visit midwestproductsgroup.com